How to setup a working UDP connection to X-plane v10.x:

First, start X-Plane and take something to drink ©.

Choose for “Net Connections” and fill in the IP- address (Note: The IP- address of the remote computer depends on
your network!) of the remote computer (on the same sub-net!) and the used port as shown:

[Multiplayer  ||External Visual |[instructor __||iPhone/iPad [ﬁ

YOUR IP addr re: 192.168.2.103 |
Sending to data output at IP address 192.168.2.105 0.0 seconds ago, and the send was successful.
Not receiving any messages now.

IP for Data Output

Hook this machine up to another with an ethernet cable. If you have any data selected to go to
the internet in the SET DATA OUTPUT screen, it will go to this address. Use this UDP data to drive
anything you can think of!

192.168.2.105| 49003 ﬂ IP of data receiver (set output options in Data Output screen)
[P IP of FLIR imagery receiver (for different apps that receive X-Plane imagery)

UDP Ports

port that 00008 49000 is

49,000
we receive on 2 the default
Doooo

port that '—% 49001 is
we send on L the default

port that we "%‘ 49002 is
send to iPad on s the default

The UDP port settings are on the same page in X-Plane v10.x Fill in the used port- numbers like this example.



This manual describes only the configuration of the UDP connection, not the configuration of the gauges or the USB
settings!

On the remote computer start the Gstep software and click on “configure”:

G-STEP Control Program

For X-Plane Flight Simulator

Control Program version: 8.1.1

Conlfigurations: [Default X-Plane Y10-10 beta.cfg
Default X-Plane ¥10-10test.cfg
Default-X-Plane-/3-70test.cfg

Selected Configuration File:

Program will autostart with Selected Config in: @ Seconds

Continue I Exit |
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Copyright G-Step Control for X-Plane (c) 2008 Flight lllusion BY

Set the IP- adress of the X-Plane computer and the used port- numbers:

X-Plane Communication

Remote IP:[192.168.2103 | Port: (43000 |
Byte Order Local Port: 43003

" Nomal ¢ Reverse
| [V NoUSEL _ set l

Current Configuration File

Default:X-Plane-/3-70test.cfg |
|

Generic Settings
Gauge Lights Switch: Process Interval

e Kol coitale 1

Click on SET and Save / Load to save the configuration.

If you had something changed in X-Plane you must shut- down X-Plane and restart it and drink something again ©.
When you has follow these steps it must be work.



